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BACKEND CLOSED

385/55R22.5 TYRES
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BACKEND EXTENDED

ROADKING OUTLINE PLATED DIMENSIONS
LENGTH 12665mm

bmax 11280mm

bmin 9870mm
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FOR GENERAL TOLERANCES
SEE AL001763
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UNLESS NOTED OTHERWISE 
FOLLOW GENERAL WELD 
DETAIL SHOWN ON AL0600

NOTE: DENNISON TRAILERS LTD. CLAIMS PROPRIETARY RIGHTS 
IN  THE  INFORMATION  DISCLOSED ON THIS DRAWING. 
IT IS ISSUED IN CONFIDENCE FOR ENGINEERING INFORMATION  
ONLY AND MAY NOT BE REPRODUCED OR  USED  TO MANUFACTURE 
ANYTHING SHOWN  HEREON  WITHOUT  DIRECT WRITTEN PERMISSION
FROM DENNISON TRAILERS LTD. TO THE USER.

UNLESS NOTED OTHERWISE 
FOLLOW PAINT SPECIFICATION 
SHOWN ON AL00173017.01.23
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GF30000-100-LOADING

(High Cube or ISO)

7,700(Equally Loaded) 36,0006724,3003311,70031,0002x20ft

(Rear Mounted) 7,700

Kingpin to Centre
of Bogie(mm)

Loading
Options

Total Container
Weight (kg)

Kingpin Load
(kg) (%)

Axle Load Total
Weight (kg)

40ft

(kg) (%)

1x20ft 26,700 4,700 12 27,000 88 31,700

20ft CONTAINER

7,700 31,000 11,700 33 24,300 67 36,000
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40ft TUNNEL CONTAINER
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TECHNISCHE  DATEN

DENNISONTRAILERS.DE

Ihre Ansprechpartner
Irland
T +353 (0)45 866468 
F +353 (0)45 876244
E  info@dennisontrailers.com
www.dennisontrailers.com

Deutschland  
Dieter Kastel,  Dennison Trailers Deutschland 
M +49 (0)151 5090 1005 
E dieterkastel@dennisontrailers.com 
www.dennisontrailers.de

ROAD CHIEF
ROAD KING

ROAD KING
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STANDARD-SPEZIFIKATION

•  geeignet für 1 x 40‘ HC, 2 x 20‘
oder 1 x 20‘ heckbündige Beladung

• bei ROAD KING: 20’ mittig

•  Leergewicht ab 4.830 kg

•  Pneumatischer Heckausschub auf Rollen

•  Luftbetätigte Verriegelungsstifte

• SAF Achsen mit Scheibenbremsen

• Jost Stützbeine

• Knorr EBS Bremse

• Hebe / Senk-Ventile

• Aspöck Beleuchtung

• Gesamtgewicht bis zu 44 to. (Intermodal)

• Seitenanfahrschutz aus eloxiertem Aluminiumprofi l

• 2-Schicht Lackierung in der RAL-Farbe Ihrer Wahl

• 5 Jahre Garantie auf Lackierung und Konstruktion

OPTIONEN

•  Haldex oder WABCO EBS

• Liftachse


